Andrew Dutton Co.

10 oz Room Darkening 3 ply Fiberglass
Specifications
Type: 



Laminated fiberglass/PVC 3 ply fabric
Weight:



9.7 oz per sq. yard approximate
Fabric thickness:

9.5 mil approximate
Flammability:


Flame retardant

Features:
Room Darkening

Meets Federal Spec.  A-A-150 for window shade cloth






Washable
Colors Available:  White, Ivory or Oyster

Andrew Dutton Company

12 oz Room Darkening 4 ply Fiberglass
Specifications
Type:



Laminated fiberglass/PVC 4 ply fabric

Weight:



12.5 oz per sq. yd. approximate

Thickness



12.5 mil approximate

Flammability:


Fire retardant,

Meets or exceeds NFPA 701 Small Scale test.

Features:



Room Darkening






Meets Federal Spec. CCC-C-521-E






Washable

Colors Available:  White, Vanilla or Oyster
Andrew Dutton Company

14 oz. Room Darkening 4 ply Fiberglass
Specifications

Type:



Laminated fiberglass/PVC 4 ply fabric

Weight:



13.6 oz per sq. yd. approximate

Thickness:



12.8 mil approximate

Flammability:


Flame Retardant

Features:



Room Darkening






Meets Federal Spec. CCC-C-521-E






Washable

Colors Available:  White, Ivory, Green or Champagne
Andrew Dutton Company

6 gauge Room Darkening Vinyl Film
Specifications

Type:  


6 gauge  vinyl film

Flamibility: 
Film contains 2 phr (parts per hundred resin) of antimony tri-oxide, a flame retardant additive used in films. 
Features:


Room darkening





Washable
Colors Available:  White or Beige




Andrew Dutton Company 

10 oz. Translucent 3 ply Fiberglass

Type: 



Laminated fiberglass/PVC 3 ply fabric

Weight:



9.6 oz per sq. yd. approximate

Thickness:



9.7 mil approximate

Flammability:


Flame retardant

Meets or exceeds. NFPA Small Scale Test Federal Test Method Standard 191A method 5903

Features:



Translucent (admits light)






Washable

Colors Available:  White, Ivory or Champagne
Andrew Dutton Company

Clutch Roller Specifications:
Rollease Clutch:


Bi-directional Wrap Spring Clutch – The Rollease system consist of multiple wrap springs acting on a heat stabilized, glass fiber reinforced plastic.  This design provides a positive mechanical connection between the roller shade tube and the mounting brackets to ensure stationary positioning the static mode.  In the dynamic mode the wrap springs release, allowing the clutch to turn and reducing friction on the clutch core.

Clutch Components: Mechanical components are thermally stabilized to eliminate any functional variability due to operational or environmental effects.

Wrap Spring Friction Area:  Wrap spring clutch system utilizes up to 1.07 square inches of frictional area.

Closed System:  Internal components are not accessible.

Drive Pulley:  Clutch is operated by a one piece drive pulley.

End Plug:  Consists of an outside sleeve, rotating freely on center shaft, providing the bearing surfaces on which the roller rides.  Outside sleeve and center shaft are constructed of a heat stabilized glass fiber reinforced plastic.  This design provided smooth, wear and resistant operation.

Infinite Positions:  Infinite number of shade positions achievable without backlash

Universal Mounting Brackets:  Mounting brackets are capable of mounting inside, outside or to the ceiling, with the clutch on either end of the roller.

Bracket Material: All brackets are constructed of 0.07 inch thick, painted or nickel plated, C1008/1010 cold rolled steel.  

Narrow Edge Light Gap:  Clutch  end:   3/8 inch End plug end: ½ inch 

Andrew Dutton Company

Spring Rollers

Wood and Convolute

Size

Wire Dia.
Spring Dia.
Revolution
Turns

Lift Lbs.

15/16 x 8
         1

     14.6              130-132
    36

     4

15/16 x 8 3/8
         1

     14.6
  138-140
    38

     5

15/16 x 12
         1.3
     14.8
  170

    36

     9

1 x 12

         1.2
     15.2              170-172
    38

     7

1 1 /8 x 14
         1.4               17.2              195-196
    40

     8.5
Metal Spring Rollers
Approximate Static Weight Carrying Capcity
1”
Standard Spring (1” x 11”)

3.75 lbs

1” 
Long Spring
      (1” x 17”)

7.50 lbs

1” 
Extra Long Spring (1”x25”)
           11.00lbs
1 3/8”
Standard Spring (1 3/8 “ x 17”)
7.50 lbs




1 ¾ “
Standard Spring  (1 3/4” x 24”)
15.50 lbs
